
FlexStik® Hard Vinyl “Stickyback” Tapes
Double-Sided, Hard-Carrier Film For Standard Thickness Plate Mounting

Adheso’s FlexStik hard vinyl mounting tapes are 
an industry standard plate mount product,  
suitable for mounting both rubber and polymer 
printing plates. They feature a high-adhesion, 
soft rubber adhesive system coated on a hard 
film carrier. FlexStik hard tapes find application in 
harsh printing environments, where  
temperature or long-run durability are required. 
They are ideal for printing solid or fine-line  
graphics, and for extreme high-bond plate  
attachment. FlexStik tapes provide maximum ink 
coverage in block solid replication. Best suited for 
printing poly type films or simple graphic  
reproduction.

Product Roll 
Length

Thickness Backing Liner Features / Applications

2R2 Series 25’ 
(7.62m)

0.022” (0.56mm)
0.020” (0.51mm) 
0.015” (0.38mm)
0.010” (0.25mm)

High Durometer 
Film Carrier  
Color: Black

Brown Paper Wide web flexible mounting tape for photopolymer or rubber 
plate types. High initial and final adhesion. Line and solid 
printing. Also used for thick tape, re-use, core start tape.

2R4 Series 25’ 
(7.62m)

0.020” (0.51mm) 
0.015” (0.38mm)
0.010” (0.25mm)

High Durometer 
Film Carrier  
Color: Black

Brown Paper Wide web plate mount tape. Higher performance adhesive 
for elevated temperature and solvent resistance. Excellent 
for use in lamination, and attachment to printing blanket 
substrates.

2R5L Series 
Dual Liner

25’ 
(7.62m)

0.020” (0.51mm) 
0.015” (0.38mm)

High Durometer 
Film Carrier  
Color: Gray

Brown Paper  
& Poly Film  
Combination

Dual liner construction. Wide or narrow web plate mount 
tape. For use with rubber or photopolymer plates. Smooth, 
defect-free adhesive finish for improved bond. Used for  
rubber stamp, offset blanket and general flexo plate  
attachment.

2R5LP 
Series Dual 
Liner X-
Pattern 

25’ 
(7.62m)

0.015” (0.38mm) High Durometer 
Film Carrier  
Color: Gray

Brown Paper 
X-Poly Film

X-pattern dual liner construction. Wide web permanent plate 
attachment. Features a unique pattern liner to reduce air 
entrapment during the mounting process. Acrylic adhesive 
provides high final bond for thick plate attachment in  
corrugated and general flexographic printing.

2R4A 
Series

25’ 
(7.62m)

0.010” (0.25mm) High Durometer 
Film Carrier  
Color: Black

Brown Paper D-type hard tape is used in difficult blanket substrate  
lamination. Features a differential adhesive system for the 
correct balance of bond between PUR and cloth-backed 
print blankets, as per multi-surface permanent/removable 
performance requirements. 
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